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IMPORTANT NOTE:] AT THE OUTSET OF OPERATIONS THE CONTRACTOR SHALL POST ALL SAFETY RELATED ITEMS & SHALL

IMMEDIATELY PREPARE THE ENTIRE PROJECT SITE BY REMOVING & DISPOSING OF THE EXISTING FENCING, BENCHES,

SPECIAL COMPACTION EFFORTS CONSIST OF, BUT ARE NOT

LOCATED CATCHBASIN, THE NET POST FOUNDATIONS, THE BENCHES, AND EACH INDIVIDUAL FENCE POST FOOTING).

PROPOSED DUAL TENNIS COURT SYSTEM WITH

10" HIGH BLACK PVC COATED CHAIN LINK

FENCE [TO REPLACE THE EXISTING

TENNIS COURT/SKATING RINK 'DEPRESSION’]
(SEE DETAILS ON SHEET 2)
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CATCHBASIN & NET POST FOUNDATION
FENCE POST/BENCH |

ABANDONMENT OF APERTURES |
(NOT TO SCALE)

THE CONTRACTOR SHALL USE PNEUMATIC HAMMERS EQUIPPED A
WITH 67"x6” TAMPING BITS TO COMPACT DENSE GRADED ,

CRUSHED STONE MATERIAL, IN 6" LIFTS, INTO EACH INDIVIDUAL
APERTURE, TO ACHIEVE 95% DENSITY STANDARDS. THESE
COMPACTION ACTIVITIES SHALL OCCUR IMMEDIATELY AFTER THE

REMOVAL OF THE EXISTING APPURTENANCE.

THE CONTRACTOR SHALL PERFORM ALL DEMOLITION ACTIVITIES
AND THE IMMEDIATE REFILLING OF APERTURES BEFORE

COMMENCING WITH THE INSTALLATION OF ANY NEW STRUCTURES
AND/OR APPURTENANCES.
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GENERAL CONSTRUCTION NOTES:

O THE CITY WILL PROVIDE SURVEY SERVICES TO ESTABLISH THE COURT SYSTEM CORNERS. THE CONTRACTOR SHALL THEN BE RESPONSIBLE FOR PROVIDING ALL OTHER CONTROL

. ALL QUANTITIES MUST BE VERIFIED BY THE ENGINEER. NO PAYMENT SHALL BE MADE FOR ANY QUANTITIES WHICH HAVE NOT BEEN EITHER AUTHORIZED OR VERIFIED BY THE ENGINEER.
. THE CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF ALL EXISTING CONDITIONS PRIOR TO THE BID.

. THE CITY DOES NOT WARRANT THE LOCATION OF ANY PIPES OR CONDUITS.
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THE REGRADING OF T

RESET EXISTING FENCE/(AS DIRECTED TO ACCOMMODATE

LAWN SURFACE /

404

////

EP

REMOVE THE EXISTING CATCHBASIN STRUCTURE,

PLUG PIPE, REFILL & HARDEN/COMPACT THE —
APERTURE AS DIRECTED TO 95% DENSITY

REMOVE & DISPOSE. OF TWO EXISTING BENCHES

AVEMENT @ \\ /
SURFACES, UTILITY STRUCTURES & NET POST FOUNDATIONS. ALL APERTURES CREATED BY THESE DEMOLITION EFFORT(S) ARE TO \im
BE| IMMEDIATELY BACKFILLED AND ONLY PNEUMATIC 'JACKHAMMERS’, EQUIPPED WITH SUITABLE TAMPING BITS, SHALL BE USED IN / |
THE COMPACTION PROCESS. THE PURPOSE OF THIS ORDER (IS TO ELIMINATE SOIL SETTLEMENT(S) WHILE ENSURING THAT EACH N
NEW NET POST FOUNDATION IS ESTABLISHED IN PROPERLY PREPARED SOIL CONDITIONS. (THE APERTURES REQUIRING |THESE
IMITED TO, THE REMOVAL OF THE WATER MANHOLE, THE CENTRALLY
PROPOSED 3” BITUMINOUS CONCRETE SURFACE. .
| |THE CONTRACTOR SHALL PRESERVE THE
EXISTING GRAVEL BASE. OVER EXCAVATION SOCCER FIELD |\
SHALL NOT BE ALLOWED. ~ _ /
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THE CONTRACTOR IS TO WORK CLOSELY WITH
THE ENGINEER TO VERIFY THAT THE WATER
SERVICE HAS BEEN DISCONNECTED BEFORE
REMOVING THE EXISTING WATER MANHOLE

PROPOSED HANDICAP ACCESS APPROACH
(SEE DETAIL FOR DETECTABLE PAVERS)

PROPOSED PEDESTRIAN GATE (SEE DETAIL SHEET 2)
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TENNIS €O0URT

| EXCAVATE & DISPOSE OF EXISTING BIT.
| PAVEMENT & REINSTALL 3” BIT. PARKING
"AREA TO ACHIEVE PROPOSED GRADES

PROPOSED BENCH (TYPICAL) (SEE DETAIL SHT. 2)
(NOTE: BENCHES ARE NOT CENTERED ON COURT) _{
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EXISTING C.L.F. TO THE NEW CORNER POST

INSTALL NEW STRETCHER BAR AND Qﬁﬁf
A\

\

8 PROPOSED FIELD FABRICATED BOLLARDS (8" DUCTILE
IRON PIPE) SET IN—LINE WITH FENCE POSTS AS SHOWN

—
—

RESTORE GRAVEL DRIVE AS DIRECTED

\

VBEVEL" THE OUTSIDE EDGE OF THE COURT

PROPOSED PEDESTRIAN GATE (SEE_DETAIL _SHEET 2) /

PROPOSED 10" WIDE x 10" HIGH EQUIPMENT GATE

OPENING WITH EACH GATE BEING PROVIDED WITH A
RETRACTABLE (SLEEVED) DROP BAR LOCKING DEVICE
Wgﬁuﬂu ON THE OUTSIDE FACE OF EACH GATE

W #1125/1127

ROPOSED BITUMINOUS 'CAPE COD’ BERM TO BE
Hzm._.>_|_|mD ON THE 'NORTHERLY SIDES’ TO CHANN
[RUN—OFF INTO THE PROPOSED CATCHBASIN

IZE

e WA

DUCTILE IRON CONNECTION (SEE DETAIL ON m_m_m_m.ﬁ 2)

EAR EDGE TO PREVENT DAMAGE FROM
TIONS. SEE DETAIL RIGHT)

GRAVEL GRADE

PROPOSED GRANITE CURB WITH 6” REVEAL —= PROPOSED CATCHBASIN WITH 2’ SUMP AND 10”
\ \ £ LISt —— "] JO\
PROPOSED 10’ CONCRETE WALK -
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| PROPOSED TREE (TYPICAL)
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GRAN CURB
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PROPOSED 6” CONCRETE APRON REPAIR & 47
BITUMINOUS ROADWAY PATCH (SAW CUT CONCRETE)
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_\Em EXISTING WATER TAP IS TO BE CUT |4
AND ABANDONED BY THE CITY OF
Eméqoz WATER DEPT. L
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. THE CONTRACTOR SHALL CONTACT DIG SAFE @ 1-888-344—7233 AND SHALL NOT OCCUPY ANY AREA(S) UNTIL THE AUTHORIZATION DATE HAS BEEN ATTAINED.
FOR FURTHER UTILITY SUPPORT, AND EMERGENCY RESPONSE REQUESTS, THE CONTRACTOR IS ADVISED TO CONTACT THE APPROPRIATE UTILITY AUTHORITY.

ANY UTILITY RELOCATIONS, AND/OR UTILITY ISSUES, ARE TO BE DIRECTLY ADDRESSED AND COORDINATED BY THE CONTRACTOR WITH THE RESPECTIVE UTILITY COMPANY.
ALL EXCESS EXCAVATION MATERIAL AND/OR WASTE ITEMS, OF ANY TYPE OR MATERIAL, ARE TO BE DISPOSED OF AT A LEGAL DUMPING SITE AT THE CONTRACTORS OWN EXPENSE. NO DISPOSAL SITE SHALL BE PROVIDED BY THE CITY.
. ALL DEBRIS IS TO BE REMOVED FROM THE SITE ON A DAILY BASIS, HOWEVER, IF SITE CONSTRAINTS ARE NOT AN ISSUE THEN THE CONTRACTOR CAN MAINTAIN A 'LOCKED LID’ DUMPSTER AT THE DISCRETION OF THE ENGINEER AND BY PERMIT ONLY.

. AREAS AND/OR STRUCTURES BEYOND THE LIMITS OF THE CONTRACT DISTURBED AND/OR DAMAGED BY THE CONTRACTOR, ARE TO BE REPAIRED AND/OR REPLACED BY THE CONTRACTOR AT HIS OWN EXPENSE AND AS APPROVED BY THE ENGINEER.
10. THE CONTRACTOR IS EXCLUSIVELY RESPONSIBLE FOR ALL SAFETY ASPECTS OF THIS PROJECT.

11. HOURS OF OPERATIONS ARE SET BY LAW. NO MACHINES OR EQUIPMENT ARE TO BE ACTIVATED BEFORE 7:00 AM. & NO WORK IS TO EXTEND BEYOND 4:30 P.M..
12. THE FINAL DETERMINATION OF THE PROJECT LIMIT(S) SHALL BE ESTABLISHED IN THE FIELD BY THE ENGINEER.
13. FOR FURTHER DETAILS NOT SHOWN ON THESE PLANS SEE 'CITY OF NEWTON GENERAL CONSTRUCTION DETAILS’ , A COPY OF WHICH CAN BE VIEWED ONLINE @ www.ci.newton.ma.us/dpw/engin/General Construction Details.pdf
14. ALL EXISTING CHAIN LINK FENCES OR OTHER EXISTING AMENITIES REMOVED BY THE CONTRACTOR TO COMPLETE HIS WORK SHALL BE RESET AND/OR RESTORED TO A CONDITION THAT IS COMPARABLE TO THE ORIGINAL. THIS WORK, UNLESS OTHERWISE NOTED, IS TO BE PERFORMED AT NO ADDITIONAL COST TO THE CITY.
15. THE FINAL DETERMINATION OF THE PROJECT LIMIT(S), AND/OR STAGING/STOCKPILING AREAS, SHALL BE ESTABLISHED IN THE FIELD BY THE ENGINEER AND/OR SUBJECT TO HIS APPROVAL.
16.COMPACTION OF DENSE GRADED MATERIAL, GRAVEL BACKFILL OR OTHER BASE COURSE MATERIAL IS TO BE COMPACTED TO 85% DENSITY.
17.WHEN EXISTING SITE AMENITIES/APPURTANCES ARE TO BE REUSED THEN THE CONTRACTOR SHALL THOROUGHLY REMOVE ALL CONCRETE FOQTINGS PRIOR TO THE RESETTING OF SUPPORT POSTS.

18.ANY PORTION OF EXISTING SITE AMENITIES/APPURTANCES WHICH ARE TO REMAIN SHALL BE ADJUSTED IN A MANNER ACCEPTABLE TO THE ENGINEER.

19. EXCAVATIONS, FILLED AREAS AND/OR APERTURES ARE TO BE COMPACTED ONLY WITH APPROVED PNEUMATIC TAMPING BITS AND/OR 'JUMPING JACK’

SIGN REQUIREMENTS & LEGEND:

NO WEEKEND OR HOLIDAY WORK IS ALLOWED WITHOUT SPECIAL PERMISSION.

® SIGNS ARE TO BE FIRMLY FASTENED TO THE SUPPORT AND/OR DRUM AND ARE TO COMPLY WITH THE DIRECTIVES OUTLINED IN THE GENERAL CONSTRUCTION DETAILS.

e POST MOUNTED SIGNS ARE TO BE SET IN FULL VIEW WITH THE BOTTOM OF THE SIGN NOT LESS THAN 7° NOR MORE THAN 10" ABOVE THE ADJACENT GRADE.

e SIGNS ARE TO BE PROFESSIONALLY MADE BY A SIGN SHOP AND ARE TO BE 3/4” EXTERIOR PLYWOOD. THE FIELD

e ANY SIGN WHICH

IS DAMAGED FOR ANY REASON DURING THE TERM OF THE PROJECT IS TO BE IMMEDIATELY REPLACED.

e ANY MISSING SIGN SHALL REDUCE THE PAYMENT AT THE RATE OF THE PRO-RATED VALUE FOR THE LENGTH OF TIME THAT THE SIGN

IS OUT OF SERVICE.

COMPACTORS, UNTIL SUCH TIME AS THE OPTIMUM COMPACTION REQUIREMENTS HAVE BEEN OBTAINED.

IS TO BE REFLECTORIZED ORANGE BEARING A BLACK LEGEND 6” IN HEIGHT WITH A SOLID BLACK 1” BORDER SET 1 1/4” IN FROM THE EDGE.

e SIGNS SHALL BE PLACED IN THE MOST CONSPICUQUS LOCATIONS AS A MEANS FOR BOTH VEHICULAR AND PEDESTRIAN WARNING, HOWEVER, IN NO CASE SHALL ANY SIGN IMPEDE THE SIGHT LINE NOR INTERFERE WITH EITHER PEDESTRIAN AND/OR VEHICULAR TRAFFIC.

¢ SIGNS AND SIGN POSTS ARE TO BE ESTABLISHED SO AS TO BE BOTH STURDY AND WIND—RESISTANT. ONLY 3/8" DIA. BOLT AND NUT FASTENERS WITH FENDER WASHERS ARE TO BE USED. NO NAILS WILL BE ALLOWED TO FASTEN ANY SIGN,
NOR SHALL ANY SIGN BE MOUNTED ON ANY TREE. THE SIGN LOCUS PROVIDED ON THESE PLANS REPRESENT THE MOST LIKELY OPERATIONAL LOCATIONS, HOWEVER, FINAL LOCATIONS AND/OR SUPPLEMENTAL SIGNS SHALL BE LOCATED,

RELOCATED, AND/OR PLACED AS THE OPERATIONAL PROCESS MAY NECESSITATE AND/OR AS DIRECTED BY THE ENGINEER.
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UNDER REPAIR
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YOUR OWN RISK

TYPICAL SIGN

STAKES AND/OR STRINGLINES AS HE DEEMS NECESSARY AND/OR AS OTHERWISE MAY BE REQUIRED BY THE ENGINEER.
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'BEVELED’ EDGE TREATMENT
(NOT TO SCALE)

LEGEND FOR PLAN VIEW

[PROPOSED CONTOUR GRADE]

PROPOSED GRADE

EXISTING GRADF = —————— — — — — —

NEWTON UPPER FALLS
TENNIS COURTS

SCALE AS NOTED

RECONSTRUCTION

3
CITY OF NEWTON
MASSACHUSETTS

——

CONTRACT PLAN
FOR THE

OF THE

FEBRUARY 15, 2012

LOUIS M. TAVERNA, P.E.

CITY ENGINEER

N84 - 38894
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TOP VIEW OF
SINGLE POST FOUNDATION
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| BASE COAT (& LEVELER) +
S COATS DARK GREEN SEALCOAT
ALL WHITE STRIPES ARE 2” WIDE
(NOTE: EACH SJUCCESSIVE COAT
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ALL DIMENSIONS ARE TO THAT EDGE OF THE STRIPE CLOSEST TO THE OUTSIDE EDGE OF THE COURT.

THE TWO 'CRANK POSTS' SHALL BE
INSTALLED AT THE CENTRAL AREA OF AR
THE TENNIS COURTS

LIMIT OF PAVING 9” BEYOND FENCE LINE [/

6” MIN. LOAM, ROLLED AND SEEDED "
'A u:v‘o -
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CONCRET
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PROPOSED EIGHT INCH (8”) DIAMETER
CONCRETE FILLED DUCTILE
FABRICATED BOLLARD WITH TWO COATS OF
HAND BRUSHED OIL—BASED BLACK PAINT.

IRON FIELD

NOTE: THE (CUT) EDGE OF THE D.l. BOLLARD
IS TO BE BEVELED & RENDERED SAFE PRIOR
TO PLACEMENT OF THE DOME-TOPPED
FILLER MATERIAL

e
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THE FENCE POSTS SHALL BE

SEALCOAT
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3/8" DOWN AND SET PERPENDICULAR
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| | | | _i FINISH GRADE ”W
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I
< HAND TROWELED TOP
,A_..w_u PNEUMATICALLY RAMMED
oo GRAVEL FILL ALL AROUND
= (IN 6" LIFTS)
3” MAX. OF » »
FULLY COMPACTED £ L | - u\m x 8 GALVANIZED STEEL PIN
GRAVEL. (95% DENSITY)( _i (3,000 Psl)
DO NOT OVER— T «——— UNDISTURBED
EXCAVATE ! (BELOW SUBGRADE)

SINGLE POST FOUNDATION

FOR TENNIS NET

TREE TRUNK SHALL BE PLUMB

TREES ARE TO BE PRUNED AND/OR THINNED
AS DIRECTED, HOWEVER LEADERS ARE NEVER
TO BE CUT

WRAP TRUNK WITH SPECIFIED WRAPPING
MATERIAL TO HEIGHT OF SECOND LOWER

3/8” x 6" STAINLESS STEEL PIN

PLACED IN HAND DUG POST HOLE

1 5/8” 0.D. x 2°—6" GALVANIZED PIPE

CINCH STRAP FOUNDATION

THE CINCH STRAP ASSEMBLY IS

AS MANUFACTURED BY: JAYPRO

TO BE EQUAL TO |STYLE NUMBER A-—2

976 HARTFORD TURNPIKE

WATERF
AND DISTRIBUTED BY:

95 WES

ORD, CT. 06385

M.E. O'BRIEN & SONS, INC.

T ST.

MEDFIELD, MA. 02052

TYPICAL FOUNDATION AND TENNIS

EQUIPMENT INSTALLATIONS

SCALE: 3/8”

"ROLL—OFF" BIT.

\_vlovv

BIT. 'PAD’ ELEV. 109.37

RIM ELEV. 109.30

TO THE LONG—AXIS CENTERLINE OF COURT

12” DIAMETER TOP/15” BOTTOM CLASS B CONCRETE

—
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PREPARATION FOR THE

INSTALLED BEFORE THE BINDER COURSE

—COMPACTED GRAVEL IN 6" LIFTS TO 95% DENSITY STANDARDS

SOIL STABILIZATION FABRIC (ALL EDGES ARE TO BE OVERLAPPED A MINIMUM OF 2" )

INSTALLATION OF THE GEOTEXTILE FABRIC:
® REMOVE ALL EXISITNG FENCING, FOUNDATIONS AND SITE AMENITIES.
® FILL ALL RESIDUAL APERTURES AND COMPACT EACH ONE TO 95% DENSITY STANDARDS.
® GRADE AND COMPACT THE SUBGRADE MATERIAL TO A PLANE PARALLEL TO THE PROPOSED FINISH

TYPICAL PAVEMENT SECTION HIGHLIGHTING THE SOUTHERN EDGE
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| (NOTE: THE TENNIS NETS WILL BE SUPPLIED BY THE CITY)| SR 1A
e T — CABLE HEIGHT AL POSTS AT e

- IS TO BE SET 42" ABOVE PIPE IR R
e or cnen e s To o g1 R bekde = DR RN
/" FLUSH WITH FINISH TOP C CLL SR o I

A L ~-NET POST %

rss . X o b

" V1/4” 0.D. x 2° STAINLESS STEEL T
BOLT AND NUT CENTERED ”A_u

TENNIS NET POSTS

%" X 2" STAINLESS
STEEL BUTTON SOCKET
HEAD LAG BOLT WITH

WASHER

EACH SET OF TENNIS NET POSTS (AND RELATED HARDWARE) ARE

TO BE EQUAL TO [STYLE NUMBER TP—125|

AS MANUFACTURED BY:

AND DISTRIBUTED BY:

MORTAR PARGE
TO 4’ FROST LINE

BRANCH AND SECURE WITH JUTE TWINE
2”7 0.C. IF PLANTED IN THE FALL.

ROOT CROWN SHALL BE INSTALLED SLIGHTLY
ABOVE SURROUNDING FINISH GRADE

3” HIGH TEMPORARY WATERING SAUCER
3” SHREDDED BARK MULCH. DO NOT APPLY
AGAINST TRUNK OR ROOT CROWN.

REMOVE TWINE, WIRE BASKETS AND
BURLAP FROM TOP 2/3 OF ROOT BALL

3 YEAR SLOW RELEASE FERTILIZER PACKET
2 MINIMUM, PER TREE

-—2" SUMP—

-6

”
—_—

4

m:

PLANTING SOIL MIX WITH TERRA SORB
WATER HOLDING MATERIAL

TYPICAL TREE PLAN

TING DETAIL

NOT TO SCALE

Alwloz m»v
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STANDARD CATCHBASIN (CONCRETE BLOCK)

(NOT TO SCALE)

NOTE:

JAYPRO TUBE

976 HARTFORD TURNPIKE
WATERFORD, CT. 06385

M.E. O'BRIEN & SONS, INC.
93 WEST ST.
MEDFIELD, MA. 02052

1"'x3” SQUARE STEEL

(NOT TO SCALE)

95” (MODEL # 88—80PL)

IS INSTALLED.

|_———— A STRAIGHT AND "CRISP’ EDGE. NO 'ROLLED—OFF’, 'RAGGED’, OR UNEVENLY ALIGNED CUT EDGES WILL BE ACCEPTED.
IS TO EXTEND TO THE FENCELINE

1 1/4” BITUMINOUS CONCRETE TOP COURSE

1 3/4” BITUMINOUS CONCRETE BINDER COURSE
e 2" DENSE GRADED MATERIAL FOR FINE GRADING
EXTENSION OF THE DENSE GRADED AND/OR GRAVEL BASE MATERIAL AS REQUIRED
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" Wi 7 P THE .FABRIC IS 7O -BE INSTALTED -ON THE “COURT .SIDE
| STRETCHER “BARS_ ARE_TOBE USED
“ ONLY AT CORNERS,;< OPENINGS "AND GATES FABRIC: .22 MESH PLASTICIZ POLYVINYL
i mi! S e e At VYo e Ve Y% e (PVC) COATED- STEEL.ON A ARIMED-NO, 9 ! I
2 ST AT25 SCHEOULE 40 7N COMED STEFC AMERICAN: STANDARD WIRE< GAUGE: CORE(T0 < < |
2 WITH -14=MiIL- BONDED -PVC -COATING ; YIELD A TOTAL 6 GAUGE OVERALL) ,,
O | - |
| s = |
_._.__ mii L ouTsIDE THE “EABRIC< TIES. ARE. 70 “BE ) -
O N0 00109 9:9,:9:4 i SPACED IN INCREMENTS
Ny mv.uw._wc.\p:.v QI RITERIBLNINE 1- OF; SATISFACTORY. TO THE ENGINHER:
Ol i PEDESTRIAN GATE MK INDX REIS TPRDK R .
Mmoo 15 /87 0{DL @ BOTTOML_MIDOLE AND URPERRAIL 3 6x6'=6" PER 10 RAIL. \ =
O“ o — = (2.27<1b. /1t.) EQUIPMENT GATE : ; m : L ‘ 5 ¥
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| Z 4% 0D<_FOSTS. (91 /ih/ f)(SHOWNY AT ™~ _ \
-, %2 m i EQUIPMENT -GATEC OPENINGS GATE.LATCH e \ |
m |9 = 3% 0D POSTS (5,7916,/t) AT PEDESTRIAN (PEDESTRIAN &-efp— [ [ ] mu Wmm_vw.%v L AYAVA Y
W" m= &5 CATE. OPENINGS EQUIPMENT) m > A e _ \
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- QT T GATE FRAME: 1. 7/8" 0.D. OPEN 1o THE | 7 |
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Z| = B I COURT _ \ |
Ee THE BOTTOM “OF FABRIC 1S-T0 LM,
S @ ! BE SET .17 ABOVE THE FINISH B ) KA 7oA SLEEVED DROP ~BAR “AT |
Zl | = S TOP.“COURSE . OF COURT. . . ~ EQUIPMENT <GATES “ONLY. _
ol | m O | |4 | l (*_PER GATE) g >
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3 EQUIPMENT GATE: 5 7
M y HAND_DUG OR AUGURED APERTURES 6” X 12" DIAMETER
| % 3,000 PSI CEMENT CONCRETE SLEEVED CEMENT
o A 14” DIAMETER @ LINE POSTS CONCRETE FOOTING
5! 20" DIAMETER @ CORNER & GATE POSTS ————s- | v
i
w" &——95% 'PNEUMATIC' COMPACTION |
< 2
Al &—— UNDISTURBED !
0 ! (BELOW SUBGRADE)
i
" 10’-0" 0.C. MAX. | 4’0" 0.C.
| (LINE POSTS ARE TO BE EQUALLY SPACED) _ AT DESIGNATED
| PEDESTRIAN GATE LOCATIONS
i
| )
| TYPICAL 'BLACK PVC COATED) FENCE DETAIL
| (NOTE: THE MANUFACTURERS WARRANTY IS TO BE ASSIGNED & SURRENDERED TO THE CITY)
_ ” ’ "
L SCALE: 3/8” = 1'=0
H B~ AV
®THE GEOTEXTILE FABRIC SHALL BE CLEARED AND NEATLY CUT BEFORE COMMENCING WITH DIGGING THE FOOTING HOLES.
®THE FOOTING HOLES SHALL BE CREATED BY HAND OR BY AUGUR.
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AL i

——BEVEL EDGE (SEE DETAIL)

=== 3,000 P.S.I. TRANSIT
: MIXED CEMENT

CONCRETE PLACED
HAND— DUG HOLES

IN

o
N
™
L

BITUMINOUS CAPE COD BERM
(TACK COATED TO BINDER COURSE)

_zoqmﬁ NO BIT BERM IN GATE >mm>_

-2 14—~

-

SURFACE

TYPICAL PAVEMENT SECTION HIGHLIGHTING THE NORTHERN EDGE

"CEDAR” SLATS

& BLACK POWDER COAT

SUPPORT POST AW
_

(NOT TO SCALE)

1. INSTALLATION TO BE COMPLETE IN ACCORDANCE WITH

MANUFACTURER SPECIFICATIONS.

2. DO NOT SCALE DRAWINGS

3. ALL STEEL MEMBERS COATED WITH ZINC RICH EPOXY THEN

FINISHED WITH POLYESTER POWDER COATING

4. THE CONTRACTOR IS TO INSTALL BENCHES USING

5. THE BENCH SHALL BE SET PLUMB AND LEVEL.

6. THIS DETAIL IS BASED UPON THE SERIES 88—-80PL BENCH

AS MANUFACTURED BY: |

(717) 436—2106

AS DISTRIBUTED BY: _

M.E. O'BRIEN & SONS, INC.

(508) 359—4200

(NOTE: THIS BENCH SYSTEM IS A CITY STANDARD,
THEREFORE AN APPROVED EQUAL MUST HAVE THE SAME
PHYSICAL CHARACTERISTICS)

5
_ . ﬁﬂ 24 Ao BENCH NOTES:
3"x4” (NOMINAL) "
PROFILED SLATS x
wn
] T : 8°x 4 4" STAINLESS
Lo - STEEL BAR
T T T T
"o STANDARD FOOTINGS
o
~
|<+——4"T CONCRETE WALK
L 3 T ] T J~———4" RAMMED DENSE GRADE
DuMor, inc.
HAND DUG APERTURES ,
(2500 PSI CONC.) P.0. BOX 142
MIFFLINTOWN, PA 17059
12" DIA. 93 WEST STREET
MEDFIELD, MA 02052
33 K _ 33 % 14"
FRONT VIEW SIDE_VIEW
NOT TO SCALE NOT TO SCALE
RECYCLED PLASTIC BENCH

6”"WIDTH @ 4" DEPTH 4,000 PSI CEMENT CONCRETE

24 2

MINIMUM WEIGHT OF GRATE AND FRAME

SINGLE CATCHBASIN GRATE AND FRAME
(NOT TO SCALE)

480 Ibs.

PARKING LOT OR ROADWAY SURFACE

NOT TO SCALE

2'—0"(TYPICAL MI

DETECTABLE PAVERS

N.)

7.5% SLOPE MAX.

N

o NN

® 11 3/4" x 11
PRIOR TO THE PLACEMENT OF ANY ADJAC

ENT CONCRETE PAVING AREAS

COMPACTED SUBGRADE

3/4” x 2" RED—COLORED DETECTABLE PAVERS SHALL BE SET TO GRADE

® THE BOTTOM OF EACH DETECTABLE PAVER SHALL BE COATED WITH AN APPROVED
"CEMENT TO CEMENT' RELEASE AGENT TO PREVENT BONDING BETWEEN THE PAVER BLOCK
AND THE CEMENT CONCRETE MORTAR BED BASE MATERIAL (TO ALLOW FOR THE FUTURE
REMOVAL OF THE PAVER FOR MAINTENANCE PURPOSES)

® 'STIFF' MORTAR BED

(1 PART CEMENT & 2 PARTS SAND BY VOLUME OR 4000 PSI 0" SLUMP CONCRETE)
SUBSEQUENTLY TRIMMED BACK TO THE OUTSIDE FACES OF THE COMPLETED PAVER

BLOCK ASSEMBLY.

SIDE VIEW OF DETECTABLE PAVERS

NOT TO SCALE

" DEPTH 4,000 PSI CEMENT CONCRETE
" MINIMUM 1:2 MORTAR MIX BY VOLUME
" DENSE GRADED CRUSHED STONE

" MIN. GRAVEL TO 95% COMPACTION

N84 - 38894
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